Max 20m 
(60ft.) 


EXT. CODE HOLES 
a 
POWER ON START FEED HOLES 
READER 


FaAcCIT een See to it that the box is 


not damaged or embossed 


POWER ON: Switches on mains supply 

READY: Pilot lamp lights up when POWER ON 
Switch is operated 

EXT: May be used for signalling to data 
acceptor 

START: Used before starting to read or to 
restart after an error. 

CODE HOLES: Feeds tape with internally 
programmed code. 

FEED HOLES: Feeds blank tape (with feed 

- holes) 


TAPE FEED DIRECTION 
SWITCHES 


Check that the chad 
box is empty 


AC 


A aad 


CL] 


SLIDES 


Type Number 


Manufacturer 


a. 310-L-18 
b. 311-L-26 


BK1 


1. Jonathan Manufacturing Company, USA 


Mounting brackets 


C 20125 
2000 + 2001 


- Imhof -Bedco Limited, England 


Mounting brackets 


5.043 304.9 
2.043 321.0 


. Hans Kniirr KG, West Germany 


Mounting brackets 


4320.17 
BK0106-C 


4. Grant Hardware Company, USA 


Extra accessories 
product 
No 9289 46 02-02 


Mounting brackets 


. Elrack Elektronik Geratebau GmbH VR610 


West Germany 


Mounting brackets 


ais 
= 


Min 415.7mm (16.37 in.) 


Mains voltage cable Reader Punch Data cables 
connector connector 


CS 7648 


523.874 FACIT-TRYCK 1103 80 31-00 


